
Modular coil feeding lines in long space design

For many years, Schuler has been developing and implementing coil feeding solutions 

for customers using smaller coil widths and lower press capacities. Based on this 

experience, our decoilers, straighteners and roll feeds are designed precisely to meet 

the needs of our customers, and our coil feeding lines represent reliable, cost-optimized 

system solutions.  

 

Your advantages:

Significant cost savings thanks to pre-defined basic designs and options••

Top-grade components ensure quality, performance and reliability••

Easy retrofit and flexible performance enhancements thanks to modular construction••

Simple operating concept••

Comprehensive services available around the world••
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For coil strip widths from 300 to 800 mm



BASIC DESIGN

TECHNICAL SPECIFICATIONS

Coil feeding lines in long space design  
for coil strip widths from 300 to 800 mm

Basic design Coil width 
max. [mm]

Strip thickness 
min. [mm]

Strip thickness 
max. [mm]

Coil weight 
[metric ton]

C-LBF-BA1 300 0.5 4 3.0
C-LBF-BA2 450 0.5 4 3.0
C-LBF-BA3 450 0.5 4 4.8
C-LBF-BA4 650 0.5 4 4.7
C-LBF-BA5 650 0.5 4 8.5
C-LBF-BA6 650 0.5 6 8.5
C-LBF-BA7 800 0.5 6 7.4

Applicable for all variants of the basic design

Coil OD min.  	 900 mm
Coil OD max. 1,600 mm
Coil ID approx.	 508 mm
Expansion range 470 – 520 mm
Yield strength 270 / 380 N / mm2 (38,000 – 50,000 psi)
Straightening speed 40 m / min
Machine paint Light gray (RAL7035)
Paint for moving parts Pure orange (RAL 2004)

Equipment C-LBF-BA1 C-LBF-BA2 C-LBF-BA3 C-LBF-BA4 C-LBF-BA5 C-LBF-BA6 C-LBF-BA7

Basis Option Basis Option Basis Option Basis Option Basis Option Basis Option Basis Option

Decoiler

Crane loading ● ● ● ● ● ● ●

Expansion, manual ● ● N/A N/A N/A N/A N/A

Expansion, hydraulic N/A N/A ● ● ● ● ●

Pneumatically adjustable 
hold-down roller

● ● N/A N/A N/A N/A N/A

Hydraulically adjustable 
hold-down roller

N/A N/A ● ● ● ● ●

Coil loading platform N/A N/A ● ● ● ● ●

Threading assist drive ● ● ● ● ● ● ●

Expansion range 570 – 620 mm ● ● ● ● ● ● ●

Double decoiler ● ● ● ● ● ● ●

Straightener

Threading support ● ● ● ● ● N/A N/A

Threading device N/A N/A N/A ● ● ● ●

Roller lifting for cleaning ● ● ● ● ● ● ●

Expansion to eight  
straightening rollers

● ● ● ● ● ● ●

Processing of aluminum ● ● ● ● ● ● ●

Processing of special / 
stainless steels

● ● ● ● ● ● ●

Roller cage ● ● ● ● ● ● ●

Loop adjustment ● ● ● ● ● ● ●

Loop bridge ● ● ● ● ● ● ●

Flat loop ● ● ● ● ● ● ●

Roll feed

Roller cage ● ● ● ● ● ● ●

Manual infeed height  
adjustment

● ● ● ● ● ● ●

Motorized infeed height 
adjustment

● ● ● ● ● ● ●

Off-center adjustment of the 
coil side guiding

● ● ● ● ● ● ●

Processing of special / 
stainless steels

● ● ● ● ● ● ●

PowerFeed performance 
package

● ● ● ● ● ● ●

Spare module location for 
strip lubrication device

● ● ● ● ● ● ●


